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Snappi Seat 
USER MANUAL 

 
This manual covers: 

 

Snappi Seats (standalone, all sizes) 
 

IMPORTANT 
Please read these instructions carefully before using the  

Snappi Seat 
 

This manual covers setting up and working with the seating system 
when supplied standalone with a different chassis. This manual 
should be used in conjunction with the manual supplied with the 

chassis. If you have a Snappi Pushchair, please refer to the Snappi 
Pushchair user manual, which covers both the Snappi Chassis and 

Seat. 
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Fig 0.1 Snappi Seat (Size 1 shown) 
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1: Who to contact in difficulty 

 
Tendercare Ltd. 

PO BOX 3091, Littlehampton, BN16 2WF  
Tel: (01903) 726161 Fax: (01903) 734083 

Email: info@tendercareltd.com 
Web: www.tendercareltd.com 

 
 

2: Introduction 
This manual is intended to be used when the Snappi Seat is supplied standalone for use 
with the Cloud or Swirl chassis. Please ensure you also read the chassis user manual 
before use. If your seat is supplied with the Snappi Chassis, please refer to the dedicated 
‘Snappi Pushchair’ user manual, which covers both the Snappi Chassis and Seat unit. 
When fitted with the Snappi, Cloud and Swirl chassis, the Snappi seat and Swirl, Cloud or 
Snappi chassis are designed to be used as a mobility aid and not as a static seating 
system. If you wish to use the Snappi seat as an indoor seating system, an indoor base is 
available which can be used with the Snappi seat. Only an indoor base purchased from 
Tendercare Ltd may be used with the Snappi seat. 
 
Please note the Snappi Seat cannot be used with any other manufacturers’ chassis and 
indoor bases. 
 
The Snappi seat is a Class 1 medical device designed for regular use. The seat is 
available in 3 sizes (size 1 with minimiser, size 1 and size 2). The product has a wide 
range of accessories to enable customisation to an individual’s specific requirements. 
 
Risks Associated with Use and Contraindications  
If used properly, risks can be eliminated during use. There are no known contraindications. 
 
Seat adjustments (please see table below for details of adjustment ranges): Seat depth 
adjustment, depth and length adjustable Hip Guides, Back Height adjustment, 
Independent back recline (using an easy to operate gas strut mechanism) and depth & 

mailto:info@tendercareltd.com
http://www.tendercareltd.com/
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angle adjustable Footrest. The seat also includes an interface allowing it to be quickly 
fitted and removed from the wheelbase, and like the entire Snappi range, includes all the 
latest safety mechanisms (including an innovative 2 stage release to prevent little fingers 
causing accidents). 
 
 
These instructions apply to all sizes of Snappi seat (i.e. size 1 with minimiser, size 1 and 
size 2). 
 
 

A child’s safety is your responsibility. As such we recommend that you read the 
complete user manual prior to using your pushchair. 
 

Snappi Seat Adjustments 

Support Size 1 with 
Minimiser 

Size 1 Size 2 

Seat Depth 140-310mm 195-310mm 290-390mm 

Seat Width 170-290mm 190-290mm 250-350mm 

Backrest Height 475-675mm 500-675mm 590-760mm 

Footrest Height 120-280mm 150-280mm 215-360mm 

Back Recline Angle 90°- 135° 90°- 135° 90°- 135° 

Knee Angle* -15°- 90° -15°- 90° -15°- 90° 

Seat Weight 8kg 7.5kg 12.5kg 

Maximum Carry 
Weight** 

40 – 55kg 40 – 55kg 40 – 55kg 

 
IMPORTANT: 
* Knee angle adjustable in 15° increments 
** Maximum carry weight depends on which chassis the Snappi seat is fitted to. 
Standard carry weights on Tendercare bases; 40kg on Snappi and Swirl Chassis, 
55kg on the Cloud chassis. The maximum carrying weight is defined as the user 
weight, plus any accessories/equipment which may be fitted or carried on the 
chassis. The weight of the Snappi seat has been taken into account with these 
weights and you do not need to make any deduction for the Snappi Seat. Warning: 
Never exceed the maximum stated carry weight for the chassis the seat is fitted to. 
 
All sizes and weights are given as a guide. Tendercare ltd reserves the right to amend 
specifications at any time as part of their product development programme. 
 
 
3: Unpacking 
 
The standalone seat is supplied in a cardboard carton.  
 
WARNING: 
The transit carton is quite bulky so moving and unpacking must be done with care. 
Observe all lifting and handling regulations. 
 
Stand the carton upright making sure it is supported and cannot fall over. Open the carton 
and remove any packages or packing, which could obstruct the removal of the seat and 
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wheelbase. Remove the seat first, then the wheelbase. Do not attempt to lift both parts out 
together. 
The carton should contain the following items: 
 

Item Component QTY. Yes No 

1 Size 1 with Minimiser, Size 1 or 2 Seat Unit 1   

2 User Manual 1   

3 5mm Alan key 1   

 
The following items should be fitted to the seat as standard: 
 

Item Component QTY. Yes No 

5 Hip guide covers 2   

6 Seat Base Cover 1   

7 Seat Back Cover 1   

8 Side Pads 2   

 
IMPORTANT: 

❖ If any items are damaged or missing, then please contact Tendercare, preferably by email at 
info@tendercareltd.com or alternatively please call us on (01903) 726161 within 36 hours of 
delivery. 

 
After unpacking and checking you have all components and they are in good condition 
dispose of the packaging at your local recycling centre. Alternatively retain and reuse. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:info@tendercareltd.com
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3.1 Label / Model Identification 
The below table shows the label found on your Snappi seat. Depending on your issuing 
country, you will have either UKCA label or CE label. 
 
 

 
 
3.2 Label Location 
 
Seat: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Label Meaning 

 Barcode label (UKCA) 
 
Manufacturer information 
 
Product name and size (if applicable) 
Consult instructions for use 
Manufacture date 
MD – medical device 
GTIN number 
Serial number 

 Barcode label (CE) 
 
Manufacturer information 
Consult instructions for use 
Product name and size (if applicable) 
Manufacture date 
MD – medical device 
GTIN number 
Serial number 

Barcode label 
(CE & UKCA) 
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4: Fitting the seat to the chassis 
The seat incorporates an Interface system, and includes a 2-stage latch that comprises a 
main latch and a second safety latch that prevents accidental release of the seat from the 
chassis.  
 
The safety catch must be correctly set before the main catch can be operated: 
 
How to operate the safety catch: 
 

Fig 4.1 

 
Safety Catch Locked 

The safety catch clip is located under the 
front right corner of the seat near to the 
release lever. 
 
Definition of components: 
 
X: Pull handle 
 
Y: Locking Pin 

To release it, pull the handle “X”, and turn it 
90 degrees so that the pin “Y” is fully 
retracted. 
 
To lock it, pull “X” and turn 90 degrees in 
the opposite direction, so that pin “Y” is fully 
protruded and sits behind the interface main 
catch “B” (see fig 4.3 on next page). 

Fig 4.2 

 
Safety Catch unlocked 

 
Important: 
When fitting or removing the seat, the carer / parent must first ensure that the safety 
catch pin is set in the “unlocked” position. It will not be possible to fit or remove the 
seat if the latch is “locked”, and attempting to do so may cause damage to the 
chassis or the seat. 
 
Once the seat has been fitted, the carer / parent must always lock the safety catch.  
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To fit the seat to the frame (note a Snappi Chassis has been used in these photos for 
reference, these instructions apply to all bases the Snappi Seat can be fitted to): 

 

 
Fig 4.3 

 
Fig 4.4 

Definition of interface mounting points: 
 
A: Seat Interface Rear Hooks 
 
B: Seat Interface Main Clips 
 
C: Seat Interface Safety Catch 
 
D: Seat Interface Release Handle 
 
E: Frame interface rear bushings 
 
F: Frame interface front bushings 

Ensure that the safety catch “C” has been 
unlocked (see instructions on previous 
page). 
 
Holding the seat as shown, tilt it back and 
locate the 2 rear hooks “A” on the back of 
the interface, over the stainless steel 
bushings on the back of the frame interface 
“E”. 

 
Fig 4.5 
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Fig 4.6 

Next, rotate the seat forward and down so 
that the main clips “B” snap over the front 
stainless steel bushes on the frame 
interface “F”.  
 
Note that due to the design of the frame 
interface, it is not possible to fit the seat 
backwards. If fitted the wrong way around 
the clips will not close and it will not sit down 
into the frame. 

Next, push down firmly on the release lever 
“D” to ensure that the clips are fully closed. 
Note the lever is positioned under the front 
right corner of the seat (see Fig 4.7). 
 
Set the safety catch “C” to the “Locked” 
position (so that the pin sits behind the 
interface clip). 

 
Fig 4.7 

 
Fig 4.8 

To remove the seat, first unlock the safety 
catch “C” as detailed above. 
 
Lift the release lever “D” up, whilst holding 
the top of the seat with your other hand. 
This will open the main clips “B”. Rotate the 
seat back so that the main clips are clear 
from the frame, and lift the seat away from 
the buggy. 
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IMPORTANT: 
❖ Always ensure that the seat interface clips are fully closed. To test this, press down on the 

release lever when fitted and make sure the clips will not move (see fig 4.5). 
 

❖ Always lock the safety catch before using the pushchair. 
 

❖ Always unlock the safety catch before fitting or removing the seat. Attempting to fit or 
remove the seat with the catch locked could cause damage to the seat or the chassis. 

 
❖ Do not attempt to fit the seat backwards. It will not lock in a rearward facing position. 

 
❖ The seat interface system is spring loaded, so ensure your fingers are clear of the clips when 

fitting or removing. 
 
 
5.0 Setting up the seat 
 
When setting up the seat unit always ensure the following is done: 
 

• Always consult your Therapist or Rehabilitation Engineer for advice. 
 
• Ensure that the child is relaxed and happy and if possible in an environment in 

which they are familiar. 
 

• If possible, sit the child on a plinth to take the measurements listed below: 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Fig 5.0.1 Definition of measurements 

 
Note: you can now adjust the seat to suit your child’s dimensions 

Measurement 
Number 

(see fig 5.0.1) 
Millimetres 

Top of head to seat 1  

Under armpit to seat  
(Axilla height) 

2  

Actual sitting depth 3  

Chest Width 
(Arm pit to arm pit) 

4  

Hip width 5  

Leg drop 6  
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5.1 Adjusting the seat unit 
 
Common adjustments on the Snappi Seat can be made by hand (such as back height and 
back recline angle) and require no tools. Less frequent adjustments are made using a 
5mm hexagon key (supplied), such as the seat depth and width. No other tools are 
required to make adjustments to the seat.  
 
5.1.1 Seat Depth and Hip Guides 

 
Fig 5.1.1.1 

To adjust the seat depth and width, first 
remove the seat base cover (this is attached 
by Hook & loop in the centre of the seat and 
is easily removed by pulling it away from the 
frame). 
 
Using the supplied 5mm hexagon key, 
loosen the 4 seat fixings. 
 
Next set the seat width (‘A’ see Fig 5.1.1.1) 
as measured in section 5.0 by sliding the 
hip guide brackets in or out as required. 
 
To adjust the seat depth (‘B’ see Fig 
5.1.1.1), slide the upper of the base plates 
forward or back to achieve the required 
position.  
 
Once adjusted, tighten the 4 bolts using the 
hexagon key and fit the cover back into 
place.  
 

The Snappi Seat hip guide also offers depth 
adjustment (‘C’ see Fig 5.1.1.2) to best suit 
your child’s needs.  
 
To adjust this, remove the hip guide cover.  
This is done by unclipping the two “poppers” 
and lifting the cover off the plastic plate. 
 
Next, use the 5mm hexagon key to loosen 
the 2 fixings, and slide the plate into the 
desired position as shown (see Fig 5.1.1.2). 
 
Once adjusted, tighten the 2 fixings and refit 
the hip guide cover. 

 
Fig 5.1.1.2 
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5.1.2 Footrest Depth and Knee Angle Adjustment 

 
Fig 5.1.2.1 

To adjust the foot depth, loosen the 2 securing 
bolts (size 1) using the 5mm hexagon key as 
shown (see Fig 5.1.2.1). On some size 2 
models, wing nuts may be fitted in place of 
bolts, and therefore the adjustment can be 
made by hand. 
 
Slide the footrest up or down the guide tubes 
to the required height as measured in section 
5.0 
 
Once set, lock the position by tightening the 2 
fixing bolts / wing nuts. 

To adjust the knee angle, press in the 
angle adjustors on both sides of the 
footrest at the same time (see Fig 5.1.2.2), 
and lift the footrest guide tubes to the 
required angle. To lock, release the 
buttons. 
 
Note that the adjustors can only be locked 
in 15° increments. 
 
If the seat is paired with an old style 
rearward facing Snappi it may be 
necessary to reduce the length of the 
footrest stems to avoid the footrest 
catching and inadvertently operating the 
brake bar.  Alternatively the buggy can be 
placed in some degree of tilt and space to 
avoid this situation. 

 
Fig 5.1.2.2 
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5.1.3 Back height and recline angle adjustment 

 
Fig 5.1.3.1 

To adjust the back height, first un-tuck the 
cover from the bottom of the seat (the cover 
doesn’t need to be removed). 
 
Next, turn the 2 large central hand wheels 
on the back plate, as shown in Fig 5.1.3.1, 
anticlockwise by either half a turn or, if 
necessary, one full turn. 
 
Once these are loose, raise or lower the 
upper section of the back to the required 
height, and turn the 2 hand wheels 
clockwise until tight to lock it back into 
place. 
 
Once adjusted, tuck the cover back around 
the bottom of the seat with the excess 
sitting between the lower back plate and the 
gas spring. 
 
N.B. Before adjusting the back height you 
may need to remove any lateral trunk 
supports and/or the top straps of any chest 
harnessing.  

To adjust the back angle, grip the 
adjustment lever and lift it up, whilst holding 
the rear cross bar with your thumb. (See Fig 
5.1.3.1) 
 
To recline the seat, pull the top of the seat 
backwards to the required angle, and 
release the adjustment lever. For seats 
fitted with a dynamic gas strut, the dynamic 
strut restrictor will reduce the amount of 
seat recline (see Fig. 5.1.3.2). If full recline 
is needed, the restrictor needs to be 
removed (see Snappi Pushchair Workshop 
Manual about how to do this). Warning: the 
restrictor must be in place if this Snappi 
is to be transported.  
 
To bring the seat back to a 90° position, pull 
the release lever and gently lift the seat (the 
gas spring will assist in returning the seat). 
Once at the required angle, release the 
adjustment lever. 

Fig 5.1.3.2 
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5.1.4 Lateral Supports (Optional) 

 
Fig 5.1.4.1(Lateral Trunk Supports with Chest 

Belt) 

 
Fig 5.1.4.2(Lateral Trunk Supports) 

The lateral trunk supports are supplied 
with two M8 coach bolts, and two 30mm 
hand wheels per bracket (see Figs 
5.1.4.1and 5.1.4.2). 
 
To fit the laterals: 
 
The laterals are fitted by securing with 
coach bolts and hand wheels, through 
the mounting slots ‘H’ (see Fig 5.1.4.3) 
on the back of the seat unit. 

 
Fig 5.1.4.3 

 
Fig 5.1.4.4 

The lateral bracket must be fed through the slot 
in the cover (see Fig 5.1.4.4). 
 
Next, insert the 2 coach bolts through the 
bracket and seat back plate, so that the square 
neck is sitting fully in the slots. 

H 



 Snappi Seat Standalone User Manual  

Document No: 053-07 v9 Page 16 of 51 May 2023 
Snappi Seat Standalone User Manual.doc 

Finally, secure the laterals by screwing 
the provided hand wheels onto the 
protruding threads of the coach bolts 
(see Fig 5.1.4.5). 
 
The position of the laterals can be 
adjusted laterally by loosening the hand 
wheels and sliding them in or out to the 
required width. 
 
They can be adjusted vertically by 
sliding up and down the mounting slots 
‘H’(see fig 5.1.4.3). There is a partition 
in the slots between the upper and 
lower back plates. To achieve the full 
adjustment range, the laterals need to 
be fitted in the appropriate section of 
the slots. 

 
Fig 5.1.4.5 

 
5.2 Fitting and removing the cover 

 
Fig 5.2.1 

To remove the seat pad: 
 
Simply lift the front edge of the seat pad to 
separate it from the Hook & loop strip on the 
base. 

To remove the hip guide covers: 
 
The cover hooks around the front of the hip 
guide plate. To remove, lift and rotate the 
cover from the rear as shown, and then 
unhook the cover from under the front of the 
hip guide plate. 

 
Fig 5.2.2 



 Snappi Seat Standalone User Manual  

Document No: 053-07 v9 Page 17 of 51 May 2023 
Snappi Seat Standalone User Manual.doc 

 
Fig 5.2.3 

To remove the side pads: 
 
Undo the 2 ‘popper’ fasteners, (See Fig 
5.2.3) and unpeel the Hook & loop securing 
the pad. 
 
The pad will then be free to remove. 

To remove the back pad: 
 
Undo the 2 ‘popper’ fasteners located on 
the top left and right corners of the seat (see 
right).  
 
Next unhook the top of the back pad from 
the seat, and then un-tuck the material from 
around the bottom of the seat back plates to 
release the cover. 

 
Fig 5.2.4 

 
5.3 Fitting a Headrest Pad or Lateral Head Supports (optional) 

 
Fig 5.3.1 

To fit a headrest pad: 
 
There are three types of one piece headrest 
available; standard, extra recess (Fig 5.3.1) 
and occipital roll, however these can all be 
fitted to the seat in the same way. 
 
The headrest pads include a pair of Hook & 
loop securing straps. 

The headrest is fitted to the cover, through 
the upper fitting slots (see Fig 5.3.2). 

 
Fig 5.3.2 
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Fig 5.3.3 

First, remove the seat back pad from the 
frame (see section 5.2). 
 
Next, feed the Hook & loop straps though 
the slots, and join together to secure the 
headrest in place. 

Finally, refit the seat back pad to the seat 
frame. 

 
Fig 5.3.4 

 
Fig 5.3.5 

 
 
 
The lateral head supports are supplied with 
two M8 coach bolts, and two 30mm hand 
wheels per bracket (see Fig 5.3.5) 
 
To fit the head supports: 
 
The lateral head supports are fitted by 
securing with coach bolts and hand wheels, 
through the mounting slots ‘I’ (see Fig 5.3.6) 
on the back of the seat unit. 
 

 
 
The position of the laterals can be adjusted 
laterally by loosening the hand wheels and 
sliding them in or out to the required width. 
They can be adjusted vertically by sliding up 
and down the mounting slots ‘I’ (see fig 
5.3.6).  
 

 
Fig 5.3.6 

I 
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5.4 Fitting the Pelvic Strap 
 
Unless a 4-point pelvic strap (Fig 5.4.2) is 
ordered, the seat will come provided with a 
2-point pelvic strap (Fig 5.4.1) fitted as 
standard. 

 

 
 

Fig 5.4.1 (Supplied as standard) 

 
Fig 5.4.2(Optional Extra) 

 
 
The pelvic strap should be fitted to the seat 
such that the 2 padded areas are facing the 
back of the seat (so that they will be against 
the child when he / she is in the seat) 

 

 

To fit the 2-point pelvic strap to the old-style 
Snappi, (which can be distinguished by 
having only one cam-lock buckle on each 
side): 
 
Open the cam-lock buckles (these are 
located on the bottom left and right corners 
of the seat base).  
 
Feed the webbing of the strap through the 
cam lock. (See Fig 5.4.3)  

Fig 5.4.3 

 
Fig 5.4.4 

Adjust the length of the pelvic strap by 
pulling the webbing through the cam buckle 
until it is at the required length. (Fig 5.4.4) 
 
Once adjusted, lock the cam buckle on both 
sides to secure the strap. 
 
Important: The pelvic strap must be located 
as low down over the hips as possible.  It 
must not cross the stomach of the 
passenger. 
 
 

Top Straps 
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To fit the 2-point pelvic strap to the new-
style Snappi, (which has 3 cam buckles on 
each side): 
 
Open the middle cam-lock buckles (these 
are located on the bottom left and right 
corners of the seat base).  
 
Feed the webbing of the strap between the 
seat plate and seat depth adjustment tube, 
and through the cam lock. (See Fig 5.4.5) 

 
Fig 5.4.5 

 

 
Fig 5.4.6 

Adjust the length of the pelvic strap by 
pulling the webbing through the cam buckle 
until it is at the required length. (Fig 5.4.6) 
 
Once adjusted, lock the buckles on both 
sides of the seat to secure the strap. 
 
Important: The pelvic strap must be located 
as low down over the hips as possible.  It 
must not cross the stomach of the 
passenger. 

 

 
To fit the 4-point pelvic strap to the new-
style Snappi Seat, (which has 3 cam 
buckles on each side: 
 
Open the middle and front cam-lock 
buckles.  
 
Feed the top webbing straps (See Fig 5.4.2) 
between the seat plate and seat depth 
adjustment tubes and through the middle 
cam lock. (See Fig 5.4.5) 
 
Feed the bottom webbing straps through the 
slot at the bottom of the Hip Guide plates, 
over the seat depth adjustment tubes and 
through the front cam lock. (See Fig 5.4.7) 
 

 

 

 
Fig 5.4.7 
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5.5 Fitting the Groin Adaptation Strap (Optional) 
 
 
 

 
 

Fig 5.5.1 

 
 
 
The Groin Adaptation strap is a piece of 
webbing which can fit to the pelvic strap or the 
H belt harness to help with the positioning of 
the child. It is designed to help prevent the 
child from slipping forward underneath the 
harness. 
 

 
Feed the loop end of the strap up through 
either of the two slots in the base of the 
seat.  (See Fig 5.5.3) The slot that should 
be used will be determined by the size of 
the child.  For larger children the slot closest 
to the front of the seat will probably be more 
suitable, whilst for smaller children the 
second slot in would most likely be 
appropriate.  Please note you may need to 
move the 3 bar slider down the strap. 
 

 

 
Fig 5.5.2 

 
Fig 5.5.3 

 
 
 
The pelvic strap, or lap belt of the H-belt 
harness should then be threaded through the 
loop end of the groin adaptation strap. (See 
Fig 5.5.2) Once the strap is in place, and you 
have comfortably positioned your child, slide 
the 3 bar slider up so that it is as close under 
the seat as possible.  This will keep the strap 
in place. 
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5.6 Fitting a Butterfly/Chest Harness or H-Belt Harness (Optional) 
 

The Butterfly harness comprises a padded 
section that sits against the user’s chest, two 
shoulder and two bottom straps. Either the 
shoulder or the bottom straps are locked in a 
position to suit the user and then final adjustment 
is made on the opposite straps.  
 
The harness is designed to provide comfortable 
postural support for the user. 
 

 
 Fig 5.6.1 

Alternatively an H-Belt hanress is available, which 
comprises 4 padded straps that join together with 
a quick release buckle to provide easy open and 
release of the harness. 
 
Important: The harnesses fitted are for postural 
support only and must not be used as a vehicle 
harness. 

 
Fig 5.6.2 

 
Fig 5.6.3 

If the Snappi Seat was not originally 
supplied with either harness then you 
will need to purchase and fit the 
relevant cam buckle fixing points (Fig 
5.6.3) to the rear of the seat. 
 

• For the butterfly harness 
purchase 20mm cam buckles. 

 

• The H-Belt Harness purchase 
25mm cam buckles. 
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Thread the two top straps through the slots in the back 
cover and back plate, from front to back, at the desired 
height (Fig 5.6.6) 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
Thread the webbing through the 
cam buckles until the harness is 
at the desired height and then 
close the cam buckles to secure 
the webbing (Fig 5.6.7). 
 

 

 
 
 
 
 

 
To fit the cam buckles:  thread the supplied bolts 
and washers through the holes in the webbing 
straps and screw through the fixing holes in the 
bar on the rear of the seat (Fig 5.6.4).  For a size 
1 Snappi Seat we recommend using the inner 
holes, and for the size 2 Snappi Seat the outer 
holes. Tighten using a 3mm Allen Key so that the 
cam buckles face outwards (Fig 5.6.5) 
 
 

 

Fig 5.6.6 

Fig 5.6.7 

Fig 5.6.4 
Fig 5.6.5 
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IMPORTANT: - In order to ensure that the harness cannot rise up and cause harm 

to the user, every time the harness is in use, you must ensure that all cam 
buckles/fixings are properly closed and that the harness is correctly positioned a 
minimum of 75mm below the user’s neckline. Failure to comply with this could result 
in serious injury. 
 

 

 
 
 
(On Snappi Seats with 3 side cam buckles) 
Thread the bottom straps through the gap at each 
side between the back upholstery and hip guides 
and down through the cam buckles at the rear of 
the side plate.  Set at the desired length and 
close cam buckle to secure webbing (Fig 5.6.8) 
 
 

OR 
               

     Fig 5.6.8 

 
 
 
 
(On Snappi Seats with 1 side cam buckle) Thread 
the bottom straps through the gap at each side 
between the back upholstery and hip guides. 
Twist the cam catch to one side so you can 
access the top of the bolt where you will need to 
attach the harness bottom strap (Fig 5.6.9).  
 

 
 

 

 
 
 

   
Fig 5.6.9 

 

 
Fig 5.6.10 

 
 
 
 
Using a 6mm Allen Key and a 10m spanner undo the 
nut (nearest to the base of the seat) and remove the 
nut and washer.  Place the folded end of the bottom 
harness strap through the bolt using the pre-drilled 
hole.  Ensure the strap is flat then replace washer and 
nut, retighten the nut. (Fig 5.6.10) 
 

Top of bolt 

Twisted cam buckle 
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5.7 Final checks 
 

1. IMPORTANT: In order to ensure that the Butterfly (Chest) or H-Belt harness cannot 
rise up and cause harm to the user, every time the harness is in use, you must 
ensure that all cam buckles/fixings are properly closed and that the harness is 
correctly positioned a minimum of 75mm below the user’s neckline. Failure to 
comply with this could result in serious injury. 
 

2. Check that the pelvic strap is secure and adjusted correctly. 
 

3. Check that the cover is correctly fitted. 
 

4. Check that the seat unit is located and locked correctly in the chassis. 
 

5. Ensure the safety catch is locked. 
 

6. Position the child correctly in the seat, and assess the child's posture, if the child's 
posture appears to have changed remove the child and compare the support 
positions to the measurements taken in section 5.1. Adjust the supports as 
required, and reseat the child. 

 
7. Check footplate position and adjust if necessary. 

 
 
 
6: Accessories 
6.1: Snappi Sun Hood and Transparent Rain Shield Instructions 
 
Depending upon the age of your Snappi pushchair, will depend upon which sunhood 
instructions you follow as there are two types of sunhood and rainshield. If you are unsure 
which version you have, kindly send us a picture of your buggy and sunhood and we will 
tell you. 
 
 
Version 1 
 
How to change the position of the sunhood receiver brackets 

Twist the cam buckle back into 
its original position (Fig 5.6.11) 
 
 
 
 
  
 
 
 
 

 
 

 
 

  Fig 5.6.11 

Cam buckle returned 
to original position 

Folded over end of harness bottom strap. 

Re-tightened nut 
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We typically send out Snappi seats with the sunhood 
receiver brackets fitted to the bottom set of holes (as 
pictured). However, as the child grows, you may wish 
to fit the receiver brackets in the higher holes so the 
sunhood sits higher up. If the child is already quite tall 
in their back height, you may need to move the 
brackets to a taller position straightaway. 
 
 
 
 

 
To change the bracket position, you need a 3mm 
allen key and 8mm spanner. Undo the 2 bolts on the 
receiver bracket (as pictured), move the bracket to a 
higher position, refit and tighten the bolts. 
 
 
 
 
 
 
 
 
How to fit the sunhood 

 
 
The sunhood will arrive flat packed. You first need to expand the hood 
by loosening the 2 lobe knobs on either side of the hood. Do not over 
loosen as parts will fall off. You must expand the hood fully and 
retighten both sunhood lobe knobs before fitting the sunhood to the 
buggy. Next undo the two zips on each side wing cover. 
 
 
 
 
 

 
Place the sunhood into the receiver brackets on the 
buggy, loosen the sunhood lobe knobs taking care not to 
over loosen as doing so may cause parts to fall off, move 
the hood to the angle you desire and retighten the lobe 
knobs. When using tilt in space, you may wish to change 
the angle of the sunhood to ensure continual shading of 
the occupant. 
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The sunhood fitted on the Snappi seat. 
 
 
 
 
 
 
 
 
 
How to fit the rainshield 

 
 
Once you have fitted the sunhood, following the above 
steps, you may choose to fit the rainshield. Please note, 
the rainshield is supplied separately. To fit the rainshield, 
unfold the rainshield (it will be supplied folded in 
packaging), drape over the sunhood (with the window at 
the front) and secure the elastic around the footrest as 
shown in the photo. 
 
 
 

 
 
 
 
Secure the 4 hooks on the rainshield to the 
pushchair. The 2 x hooks at the front secure to the 
footrest poles, as pictured.  
 
 
 
 
 
 
 

 
 
The 2 on the back secure to the 
centre section of the seat, as 
pictured. 
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The rainshield fitted on the sunhood 
 
 
 
 
 
 
 
 
 
 
 
 

 
Version 2 
 

 
Fig 1 

Fig 1, left, shows the back of your Snappi 
seat. The two white arrows are pointing to 
the sunhood receiver brackets on the back 
of the chair. These brackets are fitted to all 
Snappi pushchair, as standard, if 
manufactured after January 2013.  
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Fig 2, right, shows the sunhood with the 
new-style fixings. Please note, when you 
receive your sunhood, the mounting poles 
will be folded in flat against the sunhood 
cover. Before fitting your sunhood, you must 
unfold the 2 mounting poles and position 
them as shown in Fig 12. Please ensure 
that both poles are adjusted to the same 
angle, otherwise it will make it difficult to fit 
the hood to the seat. 

Mounting Pole 

Fig 2 

 
Fig 3  

On the back of each mounting pole, will be 
1 button clip, as shown in Fig 3, left. 

To fit the sunhood, stand behind the seat 
and slide the mounting poles into the 
receiver brackets with the button clips facing 
you. Pressing both button clips, simply slide 
the hood down into the sunhood brackets to 
the position shown in Fig 4, right. 

 
Fig 4 

Button Clip 
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Fig 5 

There are 2 positions you can lock the 
button hole into. Fig 4 shows the button hole 
fitted in the top position. However, if 
needed, the hood can be dropped to the 
lower hole position. You can see both hole 
positions in Fig 5, left. To do this, push in 
both button clips and slide the hood down 
until it locks into the lower position. 
 
 

Once your sunhood is fitted, the back 
canvas of the sun canopy can be secured 
by looping the hook & loop strap around the 
sunhood receiver bracket as shown in Fig 6, 
right. 

 
Fig 6 

 

 
 
 
 
 
The sunhood will now be fitted to the chair, 
as shown in Fig. 7. 
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Fig. 7 

 
 
You can now adjust the sunhood to the 
desired angle. To do this, simply adjust the 
hood to the position you desire then tighten 
the thumb screws to hold the hood securely 
in place. Each time you wish to change the 
angle of the hood, you must first loosen the 
thumb screws, adjust the angle as desired 
and then ensure that you retighten the 
screws to prevent them falling off. 

 

 
Removing The Sunhood 
To remove the hood, first unfasten the hook and loop strap (shown in Fig 6) and then 
press in the button clips (shown in Fig 5). You may fit it easier to release one button clip at 
a time. Once both button clips are out of your chosen hole position, the hood will then be 
free to lift out of the receiver brackets. 
 
 
 
 
 
 
 
 
 
Rainshield Instructions 
 
 
To fit the plastic rainshield, unfold it from its 
packaging and place over the sunhood with 
the hook & loop rainshield flap facing the 
front (i.e. world as opposed to occupant 
facing). The sunhood angle needs to be set 
to match the seemlines to those on the 
rainshield. Next tuck the elasticated edge 
under the footrest as shown in Fig 9, right. 
Note, you may not be able to use back 
recline at the same time as the rainshield 
(tilt in space can still be used).  

 
 
 
 
 
 
 
 
 

Fig. 9 
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Fig. 10 

 
 
 
 
 
The rainshield has a back flap to minimise 
wind and rain infiltration. To keep the back 
flap in place, tuck this down inside the push 
handle and fasten the hook & loop fixings 
which are located on both the back flap and 
the main skirt of the rainshield. It should now 
look like Fig. 10, left, 

 
 
 
 
 
 
Once you have stuck the hook & loop 
together, you may need to adjust the 
rainshield to help ensure that the rain shield 
is straight (See Fig 10). 

 
Fig. 11 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Important Points When Using The Sunhood & Rainshield 
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• In warm conditions (e.g. inside building, warm days etc.), ensure you undo 
the hook & loop flap at the front of the rain shield and fold it back to prevent 
the occupant of the pushchair from overheating. On some occasions undoing 
the flap may not be sufficient to keep the occupant cool, as such you may 
need to completely remove the rainshield. 
 

• We do not recommend ever leaving the child unattended when using the 
pushchair. Additional care should be taken when using the sunhood and 
transparent rainshield, to ensure neither the sunhood nor rainshield are too 
close to the child’s face. 
 

• Using the sunhood to protect a child from sunlight is not a substitute to using 
sun cream/sun protection. 
 

• Always ensure both the sun hood and rainshield are dry before folding for 
storage. Do not put either of these items near a heat source as this will 
damage the material. In addition, please make sure you do not store the 
rainshield in direct sunlight as the heat may melt the adhesive.  Both items 
can be wiped clean using a damp cloth. 

 

• The sunhood and rainshield must be removed when folding the wheelbase. 
 

• The sunhood and rain shield must be removed when using the pushchair in a 
wheelchair adapted vehicle. Full transport instructions can be found in your 
Snappi User Manual. 
 

• Although the sunhood is made of showerproof black fabric, it is still 
necessary to use the transparent rainshield to protect the occupant from the 
rain. 
 

• If you remove the screws from the hood for any reason, please ensure that 
you screw them back on to the hood through the hole in the fabric.  Do not try 
to stretch the hole over the screw as you may damage the material. 
 

• Always check that the thumb screws are tight to prevent them from falling off. 
 

 
6.2: Removing the cover for washing: 
These instructions apply to version 2 of the sunhood only. 

 
Fig 6.2.1 

Remove the sun hood from the pushchair, 
and place on a flat surface. 
 
Undo the Hook & loop loops securing the 
sun hood to the mounting bars as shown 
(see Fig 6.2.1). 
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Next, unscrew the 2 thumbwheels securing 
the angle adjustors on both sides (see fig 
6.2.2). 

 
Fig 6.2.2 

 
Fig 6.2.3 

Unhook the elastic loops off the ends of the 
bolts protruding through the adjustors (see 
fig 6.2.3). 

Remove the coach bolt, taking note of its 
position in relation to the other parts. 

 
Fig 6.2.4 

 
Fig 6.2.5 

The adjustor bracket should now be free- 
remove the frame mounting bars from the 
middle of the adjustor as shown (see Fig 
6.2.5). 
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Next, slide the other 2 parts of the adjustor 
off the end of the sun hood frame bars. 

 
Fig 6.2.6 

 
Fig 6.2.7 

 
Once all the parts have been removed from 
the ends of the frame bars, carefully slide 
the frame bars out of the stitched pocket in 
the sun hood cover (see fig 6.2.7). 
 
To wash the cover, wash on its own at 30 
degrees on a synthetic cycle. For brightly 
coloured fabrics include a colour catcher to 
help prevent the colour running. Do not dry 
clean or bleach the cover. 
 
Allow the cover to dry naturally. Do not iron 
or tumble dry. 
 

When the cover is completely dry, re-
assemble the sun canopy following the 
reverse of these instructions. Note due to 
the design of the cover the adjustor parts 
will only correctly fit one way round. 

 
Fig 6.2.8 
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6.3: Grip Rail – not suitable for rearward facing on Snappi Chassis 
(can be used rearward with the Swirl). 
 
The grip rail is provided with two 
thumbscrews for fitting to the pushchair (See 
Fig 6.3.1).  
 
Important: The grip rail is not designed as a 
safety barrier.  Suitable harnessing must 
always be used.  
 
 

 
Fig 6.3.1 

 

To fit the grip rail, place the vertical tubes 
into the receivers on either side of the seat 
unit (See Fig 6.3.2).  
 
Note there may be a small plastic cap in the 
top of the receiver. If this is the case, 
remove the cap using a small flat bladed 
screwdriver before fitting the grip rail.  
 
Once you have the vertical tubes in place, 
put the thumb screw in the hole on the back 
of the receiver and tighten until the tube is 
being held securely – do not over-tighten. 

In order for the occupant to reach the grip 
rail, the vertical tubes are angled.  This 
enables the grip rail to be fitted either 
leaning towards the occupant or away from 
them. 
 
When the seat depth is extended, the grip 
rail will need to be fitted with the vertical 
tubes angled towards the occupant (See Fig 
6.3.3).  When the seat depth is short, the 
grip rail should be fitted angled away from 
the occupant (See Fig 6.4.4). 

    

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig 6.3.2 

Fig 6.3.3 Fig 6.3.4 
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6.4: Playtray – not suitable for rearward facing Snappi 
 
The Snappi playtray offers height, depth and 
angle adjustment, so that it can be adapted 
to suit your needs. It is available in clear or 
black. (Clear playtray shown for illustrative 
purposes Fig 6.4.1). 
 
The playtray comes supplied with the 
following: 
 

• 2 angle adjustable vertical stems 
(marked A and B) in the bag. 

 

• 2 depth adjustment brackets and 
thumbscrews (fitted to the tray, also 
marked A and B). 

 

• 2 additional thumbscrews for the seat 
receiver brackets in the bag. 

 

 
Fig 6.4.1 

 
Fig 6.4.2 

 
 
 
The angle adjustable vertical stems will be in 
the bag and need to be fitted. When 
attaching the angle adjustable vertical stems 
to the depth adjustment brackets, most 
people should attach vertical stem A to depth 
adjustment bracket A (as illustrated in Fig 
6.4.3) and then B to B. 
 
However, if you require more outward 
adjustment (i.e. for the playtray to be further 
away from the occupant’s torso), instead of 
attaching A to A and B to B, you can attach 
vertical stem A to depth adjustment bracket 
B and then vertical stem B to depth 
adjustment bracket A. 

 
The playtray is supplied with the 
depth adjustment brackets fitted to 
the tray (as illustrated in Fig 6.4.2) 
These are marked with the letters A 
and B. A is one side, B is the other.  
 
 

 
 
 

 
 
 

 
Fig 6.4.3 

 

Vertical stem A 

Fitted depth 
adjustment 
bracket A 

Fitted depth adjustment brackets and 
thumbscrews 
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Fig 6.4.4 

 
 
 
 
To fit the playtray to the seat, locate 
the 2 vertical stems on the bottom 
of the tray into the 2 receivers on 
the seat unit. Note there may be a 
small plastic cap in the top of the 
receiver. If this is the case, remove 
the cap using a small flat bladed 
screwdriver before fitting the 
playtray. 
 
Screw the 2 thumbwheels supplied 
with the tray into the welded nut on 
the receivers as shown (see Fig 
6.4.4). Position the tray to the 
required height, and then secure it 
in place by tightening the 
thumbscrews.  

To adjust the angle of the playtray, loosen the 2 
angle adjustors (see Fig 6.4.5).  
 
Once loose, adjust the angle as required and 
retighten.  
 
N.B. the angle adjustors are toothed, and may 
require some force to move. The angle adjustors 
move in 5-degree increments. 

 
Fig 6.4.5 

 
Fig 6.4.6 

To adjust the depth of the playtray, 
loosen the 2 thumbscrews under 
the base of the tray (See Fig 6.4.6). 
 
Slide the tray in or out to the 
required depth, and then retighten 
the screws. 
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Notes:  

• We recommend that the playtray is removed before making any adjustments to the seat or 
seat tilt, and is then refitted and adjusted accordingly once the seat is in the desired 
position. When adjusting the Tilt in Space facility, the angle of the playtray must be adjusted 
to the new horizontal position (see above instructions for how to adjust the angle of the 
tray). 

 

• All items must be removed from the playtray before making any adjustment to the tray or 
seat to avoid the risk of causing accidental harm to the occupant. 

 

• The playtray must be removed before folding the pushchair. 
 

• The playtray must be removed when transporting the chair in specially adapted vehicles. 
 

• The playtray cannot be used at the same time as the rain cover. 
 

• Never leave you child unattended with the play tray fitted, especially when items are 
positioned on the tray. 

 

• Extra care must be taken when placing food or drink on the tray. 
 

• Maximum carrying capacity of the play tray is 5kg. 
 

 
6.5: Pommel 
 
If the Pommel is ordered as a 
replacement item then you will just 
receive the pommel itself; 
 

• Pommel bracket, block, pads and 
cover (assembled) 
 

If the Snappi Seat was supplied without a 
pommel then you will need the pommel 
mounting kit (SN9654) as below; 
 

• Pommel mounting bracket 

• M6 x 10 wing nut  

• M6 x 16 socket button (x 2) 

• Form A Washer (x 2) 

• M6 Dome Nut ( x 2) 

 
Fig 6.5.1 
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Fig 6.5.2 

To fit the pommel to the seat: 
 
If the Snappi Seat was supplied with a pommel 
at the time of purchase the mounting bracket 
will already be fitted. If not, you will need to 
attach the mounting bracket into the two holes 
on the front of the seat.(See Fig 6.5.2) 
 
To do this, position the mounting bracket on 
the front of the seat and put the M6 x 16 
socket buttons (screws) through the 2 holes in 
the mounting bracket and through the 2 holes 
in the seat.  Put a washer and a dome nut on 
the end of each socket button and tighten. 

Slide the vertical stem of the pommel into 
the slot, with the body of the pommel 
sitting over the seat. 
 
Screw the wing nut into the centre hole of 
the mounting bracket and tighten to 
secure the pommel. 
 
Adjust the height of the pommel as 
required to clear any seat pads and the 
cover.  
 
To change the height, loosen the wing 
nut, adjust to the required position, and 
then retighten. 
 

 
Fig 6.5.3 

IMPORTANT: The pommel must not to be used to prevent the occupant sliding 
forward.  
 
6.6: Ramped Seat Pad: 
 
The ramped seat pad is supplied to fit the 
maximum seat depth and width. Depending 
on the occupants specific requirements the 
seat settings will likely be set differently to 
this. 
 
If the seat is set narrower or shallower than 
the pad, simply cut the pad down to the 
required size using a sharp Stanley knife or 
hack saw blade. Please note when reducing 
the width, cut equal amounts from both 
sides of the pad so the pommel cut out 
remains central. 

 
Fig 6.6.1 
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Once the pad is cut to the required size, lift up the seat cover and slide the seat pad in 
from the front of the seat (see Fig 6.6.1). Do not remove the hip guide or seat covers as 
attempting to fit the covers with the seat pad in place may result in damage to the covers. 
 
6.7: Ankle Cuffs 

 

 
Fig 6.7.1 

The ankle cuffs will come pre supplied fitted 
to the footplate as shown (see Fig 6.7.1, 
left). 

To adjust the height of the ankle cuffs, pull 
or release material through the tri glides on 
the side straps (see arrow, fig 6.7.2, right). 

 
Fig 6.7.2 

 
Fig 6.7.3 

To adjust the tension around the ankle, or to 
release the ankle cuffs, adjust the Hook & 
loop strap around the front (see arrow, Fig 
6.7.3, left). 

 

 
Fig 6.7.4 

 
Fig 6.7.5 

 
Fig 6.7.6 

 
Fig 6.7.7 
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To fit or remove the ankle cuffs from the foot plate (e.g. for washing) thread the strap 
through the mounting bracket as shown in figures 6.7.4 to 6.7.7 above. 
 
Note: The above instructions are for guidance only as other styles of ankle cuffs may be 
fitted. 
 
Important: 

• The ankle cuffs are intended for positioning only and are not to be used as a 
restraint for transportation.  

 

• Do not over tighten the ankle cuffs. Always ensure the occupant is comfortable. 
 
Note: If ankle cuffs are supplied after purchase of your seat, please follow the 
manufacturer’s fitting instructions. It may be necessary to change the fixings depending on 
the size of footplate and type of ankle cuffs provided. All required fixings will be included. 
Fitting of the ankle cuffs should only be done by a competent tradesperson. 
 
 
6.8: Toe and heel straps: 
 

 
Fig 6.8.1 

Left: A toe / heel strap. 

To fit toe straps: With the ‘cam lock’ to the 
top of the foot plate, feed the strap through 
the furthest slot in the foot tray. 

 
Fig 6.8.2 
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Fig 6.8.3 

Loop the strap under the plate and bring 
back through the inner slot as shown. 

Open the cam buckle, and feed the end of 
the strap through the buckle. Close the 
buckle to lock the strap. 

 
Fig 6.8.4 

 
Fig 6.8.5 

To Fit Heel Straps:  With the cam buckle to 
the inside of the plate, feed the free end of 
the strap through the outer slot in the back 
of the foot tray. 

Take the strap behind the plate and back 
through the inner slot in the foot tray as 
shown. 

 
Fig 6.8.6 
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Fig 6.8.7 

Open the cam buckle, and thread the strap 
through. Close the buckle to lock the strap. 

Fig 6.8.8, right: The heel strap locked. 

 
Fig 6.8.8 

6.9 Foot Muff: 
 
A foot muff is available to fit the Snappi Seat. 

 
Fig 6.9.1 

 
 
 

 
Fig 6.9.2 

The foot muff comes supplied with button-
hole slots to allow harnessing to pass 
through the cover (see dashed lines, fig 
6.9.2, left). 
 
These slots are not cut when supplied as 
different patients have different harnessing. 
 
Open out the foot muff by undoing the zips 
down each side, then place it down onto a 
flat surface as shown. 
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Identify the slots that you need for your 
harnessing: 
- The upper two slots are used for 2 and 

4-point pelvic belts 
- The lower middle slot is used for the 

groin strap 
 
Carefully cut open the slot using a sharp 
Stanley knife by cutting the material in-
between the two lines of stitching as shown 
(see Fig 6.9.3, right). Note- only cut the 
amount of material you need for your 
harness straps, you do not need to cut the 
entire length of the slot. 
 
Important: take care only to cut the 
material in the middle of the slot. Do not cut 
any material outside this area. Any damage 
caused to the foot muff during cutting will 
not be covered by the warranty.  

 

 
Fig 6.9.3 

 
Fig 6.9.4 

To fit the foot muff to the Snappi Seat, place 
onto the seat as shown (See Fig 6.9.4, left). 

Tuck the flap of material through the gap 
between the backrest and seat pad as 
shown (see Fig 6.9.5, right), then tuck the 
excess material up behind the backrest 
tubes and seat back. 

 
Fig 6.9.5 
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Fig 6.9.6 

Secure the foot muff to the backrest tubes 
using the ties located in the corners of the 
foot muff (see Fig 6.9.6, left). 

Secure the front of the foot muff to the 
footrest tubes using the ties as shown (see 
Fig 6.9.7, right). 

 
Fig 6.9.7 

 
Fig 6.9.8 

The foot muff includes a growth flap to 
extend the foot muff when needed. 
 
To extend the flap, undo the two toggles on 
the front of the foot muff as shown (see Fig 
6.9.8, left). 
 
Fig 6.9.9, below: The foot muff with the 
growth flap extended. 
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Notes: 

• The foot muff can be used in 
conjunction with the sun hood and 
transparent rain shield or the rain 
cover for complete protection in bad 
weather. 

 

• Take care to check your child’s 
temperature when using the foot muff 
to make sure they do not overheat. 

 

• Never leave your child unattended. 
 

• To reduce the risk of your child 
slipping when the footmuff is fitted, 
we recommend you minimise the use 
of the back recline angle and 
maximise the use of the tilt in space 
facility. 

 

• For safety all supplied harnessing 
should be correctly re-fitted and re-
tightened when using the footmuff. 
 

 
Fig 6.9.9 

 
7. Cleaning  
 
7.1 Seat Frame 
 

1. To clean the seat frame, wipe with a damp cloth and dry thoroughly. 
2. For more stubborn stains wipe with a damp cloth and warm water in which a little 

mild soap has been dissolved. Dry thoroughly. 
3. Never use furniture polish or any spirit to clean the framework. 

 
7.2 Seat Cover 
 

1. Remove the cover from the seat as detailed in section 5.2. To wash, use a 30°C 
Synthetic Wash cycle. 

2. Dry the cover thoroughly before re-assembly. Do not tumble dry or dry clean. 
 
7.3 Pelvic strap & harnessing 
 

1. Remove the pelvic strap or harness from the seat. 
2. Wipe with a damp cloth and dry very thoroughly. Do not tumble dry. 
3. Do not immerse in water or wash in a machine. 

 
 
8: Maintenance 
Should a problem be found when carrying out the regular checks, it should be immediately 
reported to the issuing authority or Tendercare Ltd. 
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8.1 Routine maintenance 
Below are a series of simple checks which should be regularly carried out as part of 
routine maintenance of the pushchair. If you discover a fault or any signs of damage, 
immediately stop using the pushchair and contact either Tendercare Limited or your 
issuing authority for further instruction. Do not attempt to correct any issues yourselves 
without further instruction from either Tendercare Ltd or your issuing authority. If you 
discover damage or a fault which is not listed below, stop using the pushchair and 
immediately contact either your issuing authority or Tendercare Ltd. Similarly, if you have 
any queries or concerns, please contact either your issuing authority or Tendercare Ltd. 
 

1. Carry out a visual assessment of the buggy (each time you use the pushchair). 
 

2. Check that the two M8 x 16 footrest bolts are in place and are tight by using the 
Allen key (daily). The supplied 5mm Allen key is required to tighten the footrest. 
 

3. Check all nuts, bolts, and hand wheels are tight (daily). 
 

4. Check the seat fits securely into your particular chassis and can lock into place 
(each time you use the pushchair). 

 
5. Check condition of accessories including harnessing (weekly). 

 
6. Clean frame/covers when necessary (we suggest at least once a week). 

 
7. Always wipe the wheelbase and seat frame dry. Never put them away damp. 

 
 
8.2 Six-monthly maintenance 
On a six-monthly basis, please ensure the below checks are carried out by either a 
competent tradesman or approved repairer. 
 
If you discover a fault or any signs of damage, immediately stop using the pushchair and 
contact the appropriate authority for further instruction. This may be the approved repairer, 
the issuing authority (e.g. a wheelchair service) or Tendercare Ltd. If you discover either 
damage or a fault which is not listed below, stop using the pushchair and immediately 
contact the appropriate authority. Similarly, if you have any queries or concerns, please 
contact the appropriate authority. If you are unsure who to contact, contact Tendercare Ltd 
directly. 
 

1. Check operation of the seat back recline. Check the gas strut and the gas strut 
release head for any signs of damage. In addition to the six-monthly check, as the 
gas strut release head is a cast aluminium part, we recommend replacing every 
three years. 

 
2. Examine upholstery and postural accessories including harnessing for wear and 

arrange for replacement if necessary. 
 

3. Examine nuts, bolts, pivots and frame plugs for tightness and general condition. 
 

4. Check the seat interface fits securely into the frame and that it is not worn or 
damaged. 
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5. Check the interface clips to ensure they can rotate freely and that the springs 

return the clips to the closed position when released. 
 
8.3 Additional / workshop maintenance 
 
A more detailed schedule of routine and planned maintenance is given in the appropriate 
workshop manual. The workshop manual is designed for use by a competent tradesperson 
or approved repairer. It is recommended either the issuing authority or their accredited 
repairer keep comprehensive records detailing all the maintenance and repairs undertaken 
during the lifetime of the product. In addition, they must ensure all recommended 
maintenance time schedules are adhered to. Failure to maintain a device may compromise 
the clinical condition or safety of users and/or their caregivers. 
 
9: Warranty, Product Life, Service Life & Reuse 
 
9.1 Warranty 
 

1. As the manufacturer, Tendercare will repair or replace, free of charge, any parts or 
part found to be faulty due to manufacturing defects. The frame is warranted for a 
period of 24 months with all other components, including accessories, warranted 
for a period of 12 months. 
 

2. Tendercare Limited will not repair or replace free of charge any part or parts found 
to be defective due to abuse, misuse or lack of correct maintenance.  

 
3. The warranty does not cover accidental damage and does not extend to non-

durable parts, which are subject to normal wear and tear and therefore need 
periodic replacement. 

 
4. Failure to maintain a device in accordance with the instructions may invalidate the 

device’s warranty. It is recommended that comprehensive records are kept 
detailing all the maintenance and repairs undertaken during the lifetime of the 
product. Failure to maintain a device may compromise the clinical condition or 
safety of users and/or their caregivers. 

 
5. The warranty does not cover any damage caused by modifications undertaken by 

anyone other than Tendercare Ltd.  
 

6. Equipment for warranty claims should be returned in a strong carton that is of 
sufficient quality to ensure damage to the product does not occur during transit. 
Tendercare will take no responsibility for any damage incurred due insufficient or 
incorrect packaging. There may be a charge for collection. Contact Tendercare 
Customer Service Department on 01903 726161 

 
9.2 Product Lifetime/Period of Use 
 
The Snappi seat has a period of use of up to 7 years if used correctly and serviced 
regularly by a professional as per the information detailed in this user manual.  
The Snappi seat may be used beyond this point if it is in safe and technically sound 
condition. Time spent in storage at the manufacturer does not count towards the period of 
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use. The period of use/ product lifetime clock commences from the date of despatch from 
our premises. 
 
The theoretical period of use does not equate to a guaranteed service life. It depends on 
the intensity of use of the product. The product must always have undergone an individual 
assessment by the issuing authority (or their designated agent/repairer), each time the 
product is reused. The period of use does not apply to wear parts like padding, covers, 
tyres, brake pads, etc.  
 
9.3 Service Life 
 
A product’s Service Lifetime is the amount of time that the manufacturer determines the 
product to be “serviceable” and for which it can function safely and effectively. The 
product’s service lifetime clock commences from the date of despatch from our premises. 
 
The Snappi seat has a service life of 8 years if the requirements stipulated for the period of 
use are met. The service life consists of the period of use and the storage times between 
reuses.  
 
9.4 Reuse 
 
The Snappi seat is suitable to be reused. Before being passed on to the next user, the 
product always has to be carefully cleaned and disinfected. The condition has to be 
checked by trained staff for any wear and damage. The Snappi seat must always have 
undergone an individual assessment by the issuing authority (or their designated 
agent/repairer), each time it is reused. Any issues have to be remedied to ensure the 
continued safe use of the product. A copy of the Instructions for Use (user manual) is a 
component of the product and has to be passed on to the new user 
 
10: Transporting the Snappi Seat 
The Snappi Seat can be easily f transported in the luggage compartment of a vehicle.  
 
The Snappi Seat has been impact tested against international standard ISO 7176-19 in 
combination with the Snappi, Cloud and Swirl chassis, and may be used as a vehicle seat 
when paired with either of these bases (please refer to the chassis instruction manual for 
detailed transportation instructions). 
 
11: Repairs 
 

1. Repairs: For all repairs contact your issuing authority. 
 

2. Major repairs: For all major repairs e.g. bent or damaged frame, the equipment 
should be to the factory.  Contact Tendercare Ltd customer services on (01903) 
726161. 

 
3. An approved agent may carry out the following repairs and replacements; 

Replacement of Wheels, brakes and Gas struts.  A workshop manual is available 
to repairers from Tendercare Ltd.   
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Important Points 
 

1. Do not reuse Nyloc nuts. Always replace with a new Nyloc nut. 
 

2. Always use Loctite thread locking compound Grade 241. 
 

3. Always use recommended components and parts available from Tendercare Ltd. 
 

4. Do not modify or repair the frame. 
 
12. Storage 
 
The item should be stored in a dry environment to avoid damage to any parts. Please 
ensure you do not store anything on top of the item as this too could cause damage. 
 


