Snazzi Playtray Instructions

6.4: Playtray
The Snazzi playtray offers height, depth and
angle adjustment, so that it can be adapted
to suit your needs. It is available in clear or
black. (Clear playtray shown for illustrative
purposes Fig 6.4.1).
The playtray comes supplied
following:

with

the

•

2 angle adjustable vertical stems
(marked A and B)

•

2 depth adjustment brackets and
thumbscrews (fitted to the tray, also
marked A and B)

•

2 playtray receiver brackets with
thumb screws and M6 x 16 Socket
Button screws. Please note if the
playtray is supplied at the same time
as the pushchair these will be fitted to
the pushchair.

Fig 6.4.1

If you purchase the playtray
separately from the chair you will
need to fit the playtray receiver
brackets (See Fig 6.4.2) to the seat.

Fig 6.4.2
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The image to the right, Fig 6.4.3, shows the playtray
receiver brackets fitted to the pushchair. In general, we
recommend fitting them this way up to give maximum
height adjustment of the playtray. You can, however, fit
them the other way around, see fig 6.4.4.

Fig 6.4.3

Depending on the client’s seat depth,
you may wish to fit the playtray
brackets upside down, see fig 6.4.4.

Fig 6.4.4

Remove the M6 x 16 Socket Button screws from the
sides of the receiver brackets and slide the
horizontal tubes into the tubes either side of the
front of the seat (See figure 6.4.5). There may be a
small plastic cap in the end of the seat tubes. If this
is the case, remove the caps using a small flat
bladed screwdriver before fitting the playtray.

Fig 6.4.5
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Screw the M6 x 16 Socket Button
screw back into the side of the
receiver bracket through the hole on
the inside of the seat tube (See Fig
6.4.6)

Fig 6.4.6

The playtray is supplied with the depth adjustment
brackets fitted to the tray (as illustrated in Fig 6.4.7)
These are marked with the letters A and B.

Fig 6.4.7

When attaching the angle adjustable vertical
stems to the depth adjustment brackets,
please ensure that you attach stem A to
bracket A and stem B to bracket B (as
illustrated in Fig 6.4.8)

Fig 6.4.8

To fit the play tray to the seat,
locate the 2 vertical stems on the
bottom of the tray into the 2
receivers on the seat unit.
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You may need to loosen the
thumbscrews in the welded nut on
the receivers as shown (see Fig
6.4.9). Position the tray to the
required height, and then secure it
in
place
by
tightening
the
thumbscrews.

Fig 6.4.9

To adjust the angle of the playtray, loosen the 2
angle adjustors (see Fig 6.4.10).
Once loose, adjust the angle as required and
retighten.
N.B. the angle adjustors are toothed, and may
require some force to move. The angle adjustors
move in 5-degree increments.
Fig 6.4.10

To adjust the depth of the playtray,
loosen the 2 thumbscrews under
the base of the tray (See Fig
6.4.11).
Slide the tray in or out to the
required depth, and then retighten
the screws.
Fig 6.4.11

Notes:
• We recommend that the playtray is removed before making any adjustments to the seat or
seat tilt and is then refitted and adjusted accordingly once the seat is in the desired
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position. When adjusting the Tilt in Space facility, the angle of the playtray must be adjusted
to the new horizontal position (see above instructions for how to adjust the angle of the
tray).
•

All items must be removed from the playtray before making any adjustment to the tray or
seat to avoid the risk of causing accidental harm to the occupant.

•

The playtray must be removed before folding the pushchair.

•

The playtray must be removed when transporting the chair in specially adapted vehicles.

•

The playtray cannot be used at the same time as the rain cover.

•

Never leave your child unattended with the play tray fitted, especially when items are
positioned on the tray.

•

Extra care must be taken when placing food or drink on the tray.

•

Maximum carrying capacity of the play tray is 5kg.

